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MCCM, H05RR-F 

Cordoane cu izolatie si  manta de 

cauciuc reticulat
Cross-linked rubber – insulated and 

sheathed cords

Standard de fabricatie: SR HD 22 4  S4

Tensiune nominala Uo/U :  0.3/0.5 kV

Domeniul de utilizare

Pentru conectarea la retea a aparaturii electrocasnice si 

similare, cordoanele fiind supuse la solicitari mecanice 

usoare

Conductor de cupru

Conductor de cupru recopt multifilar (clasa 5), SR EN 

60228

Izolatia

Cauciuc reticulabil tip EI7

Manta

Cauciuc reticulabil tip EM3

Marcaj

SC ELECTROPLAST SA, simbol cablu

Temperatura de lucru in functionarea de durata:-25÷60˚C

Manufacturing standard: SR HD 22 4  S4

Rated voltage Uo/U: 0.3/0.5 kV

Applications :

Power supply from the mains to household appliances

under moderate mechanical stress conditions.  

Copper conductor:

Multiwire annealed copper conductor (class 5)  SR EN 

60228

Insulation:

Cross-linked rubber type EI7

Sheath:

Cross-linked rubber type EM3

Marking :

SC ELECTROPLAST SA, cable symbol

Max. long-run operational temperature: -25÷60˚C

Temperatura max. in scurtcircuit

200 ˚C ,timp de max 5 secunde

Raza minima de curbura

4xdiametru cordonului in utilizari mobile

3x diametru cordonului in utilizari stationare

Cod de culori

2 conductoare

maro/albastru

3 conductoare

galben-verde/maro/albastru

negru/albastru/maro

4 conductoare

galben-verde /negru/albastru/maro

negru/albastru/maro/negru

5 conductoare

galben-verde /negru/albastru/maro/negru

negru/albastru/maro/negru/negru

Culoarea mantalei: neagra

Max. long-run operational temperature: -25÷60˚C

Max. temperature during short-circuit :

200 ˚C for max. 5 seconds

Min. bending radius:

4 x cord diameter in mobile applications

3 x cord diameter in stationary applications

Color coding :

2 conductors

brown / blue

3 conductors

yellow-green / brown / blue

black / blue / brown

4 conductors

yellow-green / black / blue / brown

black / blue / brown / black

5 conductors

yellow – green / black / blue / brown / black

black / blue / brown / black / black

Sheath colors:Black
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MCCM, H05RR-F 

Cordoane cu izolatie si  manta de 

cauciuc reticulat
Cross-linked rubber – insulated and 

sheathed cords

Tipodi-
mensiune 
cordon

Cord size

Diam.
max. al

firului de 
cupru
Max. 

diam. of 
copper 
wire
mm

Grosime
radiala
izolatie,
Radial 

thickness 
of

insulation
mm

Grosime 
radiala
manta
Radial 

thickness 
of

sheath
mm

Rezistenta
electrica
max,la
20°C

Max. resistance 
at 20°C
Ω/km

Diametru
exterior
nominal

Nominal outer 
diameter,mm

Masa
inf

Mass,
inf

kg/km
min max

2x0.75 0.21 0.6 0.8 26.0 5.7 7.4 40
2x1 0.21 0.6 0.9 19.5 6.1 8.0 50

2x1.5 0.26 0.8 1.0 13.3 7.6 9.8 72
2x2.5 0.26 0.9 1.1 7.98 9.0 11.6 108
2x4 0.31 1.0 1.2 4.95 10.6 13.7 155

3x0.75 0.21 0.6 0.9 26.0 6.2 8.1 49
3x1 0.21 0.6 0.9 19.5 6.5 8.5 60

3x1.5 0.26 0.8 1.0 13.3 8.0 10.4 87
3x2.5 0.26 0.9 1.1 7.98 9.6 12.4 134
3x4 0.31 1.0 1.2 4.95 11.3 14.5 192
3x6 0.31 1.0 1.4 3.30 12.8 16.3 2403x6 0.31 1.0 1.4 3.30 12.8 16.3 240

4x0.75 0.21 0.6 0.9 26.0 6.8 8.8 62
4x1 0.21 0.6 0.9 19.5 7.1 9.3 77

4x1.5 0.26 0.8 1.1 13.3 9.0 11.6 114
4x2.5 0.26 0.9 1.2 7.98 10.7 13.8 175
4x4 0.31 1.0 1.3 4.95 12.7 16.2 252
4x6 0.31 1.0 1.5 3.30 14.2 18.1 310

5x0.75 0.21 0.6 1.0 26.0 7.6 9.9 79
5x1 0.21 0.6 1.0 19.5 8.0 10.3 96

5x1.5 0.26 0.8 1.1 13.3 9.8 12.7 140
5x2.5 0.26 0.9 1.3 7.98 11.9 15.3 220
5x4 0.31 1.0 1.4 4.95 14.6 18.6 317
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MsudC; H01N2 - D

Cabluri pentru sudare electrica Arc welding  cables

Standard de fabricatie: SR CEI 245-6

Tensiune nominala : 100 V

Domeniul de utilizare

Cablurile sunt utilizate pentru instalatii de sudare cu arc la 

tensiune de pana la 100 V.

Conductor de cupru

Conductor de cupru recopt multifilar (clasa 6),

Manta

Cauciuc tip SE3 ,negru

Marcaj

Firma producatoare,simbol cablu

Temteratura max. de lucru in functionarea de durata:60˚C

Standard : SR CEI  245-6

Rated voltage Uo/U:  100 V

Applicability:

Arc welding  cables up to 100 V.

Copper conductor

Multiwire annealed copper conductor (class 6),

Sheath:

Ruber type SE3, black

Marking:

Producer, cable symbol 

Max. long-run operational temperature: 60˚C

Sectiune
nominala a

conductorului
Nominal 

crosssection of 
conductor

Diametru
max

sarmei de 
cupru
Max. 

copper
wire diam

Grosime
nominala

manta
Nominal 
sheath 

thickness

Diametru
exterior
mediu

Average outer diameter

Rezistenta
electrica,

max la 20°C
Max. resistance at

20°C

Masa
Inf

Mass
inf

min max

mm2 mm mm mm mm Ω/km kg/km
16 0.21 2.0 9.2 11.5 1.16 196
25 0.21 2.0 10.5 13.0 0.758 285
35 0.21 2.0 11.5 14.5 0.536 391
50 0.21 2.2 13.5 17.0 0.379 517
70 0.21 2.4 15.5 19.5 0.268 730
95 0.21 2.6 18.0 22.0 0.198 977
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